
T-2 On/Off Tools 



WT Packer On-Off Tool 
Size 2 3/8” x 4 1/2” 

   The WT On-Off Tool is a tubing disconnect device that has  

an internal blanking plug locking profile with seal bore for  

utilizing flow control equipment.  The Overshot has a box  

looking up which connects to tubing string and a pin looking  

down off the Stinger which connects to the packer.  The WT  

has two basic components that comprise the Overshot.  The  

Top Sub which contains two bonded rubber steel seals and the  

Jay Latch which has a J Slot configuration to locate and latch  

the On-Off Tool Stinger.  The Jay Latch also has a wash over  

shoe configuration which allows cutting through debris.  The  

Overshot automatically Jays up on Stinger when lowered  

into well. 

SPECIFIC APPLICATIONS: 

    Item is designed to isolate a lower zone or to disconnect the  

tubing without releasing or disturbing the packer. 

 

* Standard Left Hand Release * Automatic Jay Up * Bonded  

  Seals * All Nipple Profiles Available for Stinger * Full Open or  

  Solid Stinger Available * 10K Rated * Wash over shoe on all  

   Models *                          

MATERIAL SELECTION:      

4140 / P110 

110,000 Yield / Standard Service                                  

ITEM PART NAME No. REQ. PART No. 

-- Complete Assembly -- 001501237260499 

1 T-2 Top Sub 1 001502237261000 

2 O-Ring 2 #149 

3 T-2 Seals 2 001502237001413 

4 Set Screws 3 ¼-20 x UNC 

5 Jay Latch 1 001501237000400 

CASING 

SIZE 

TUBING 

CONNECTION 

A B C D E OVERSHOT 

LENGTH 

4 1/2ò 2 3/8ò EUE 3.750 3.750 3.250 2.609 6.812 16.250 

Dimensional Data 
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Stinger 

2 3/8ò EUE Pin 

2 3/8ò EUE Box 



WT Packer On-Off Tool 
Size 2 3/8” x 5 1/2” 

   The WT On-Off Tool is a tubing disconnect device that has  

an internal blanking plug locking profile with seal bore for  

utilizing flow control equipment.  The Overshot has a box  

looking up which connects to tubing string and a pin looking  

down off the Stinger which connects to the packer.  The WT  

has two basic components that comprise the Overshot.  The  

Top Sub which contains two bonded rubber steel seals and the  

Jay Latch which has a J Slot configuration to locate and latch  

the On-Off Tool Stinger.  The Jay Latch also has a wash over  

shoe configuration which allows cutting through debris.  The  

Overshot automatically Jays up on Stinger when lowered  

into well. 

SPECIFIC APPLICATIONS: 

    Item is designed to isolate a lower zone or to disconnect the  

tubing without releasing or disturbing the packer. 

 

* Standard Left Hand Release * Automatic Jay Up * Bonded  

  Seals * All Nipple Profiles Available for Stinger * Full Open or  

  Solid Stinger Available * 10K Rated * Wash over shoe on all  

   Models *                          

MATERIAL SELECTION:      

4140 / P110 

110,000 Yield / Standard Service                                  

ITEM PART NAME No. REQ. PART No. 

-- Complete Assembly -- 001501237260399 

1 T-2 Top Sub 1 001502237261000 

2 O-Ring 2 #149 

3 T-2 Seals 2 001502237001413 

4 Set Screws 3 ¼-20 x UNC 

5 Jay Latch 1 001501237000300 

CASING 

SIZE 

TUBING 

CONNECTION 

A B C D E OVERSHOT 

LENGTH 

5 1/2ò 2 3/8ò EUE 3.750 4.500 3.250 2.609 6.812 16.250 

Dimensional Data 
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Stinger 

2 3/8ò EUE Pin 

2 3/8ò EUE Box 



WT Packer On-Off Tool 
Size 2 7/8” x 5 1/2” 

   The WT On-Off Tool is a tubing disconnect device that has  

an internal blanking plug locking profile with seal bore for  

utilizing flow control equipment.  The Overshot has a box  

looking up which connects to tubing string and a pin looking  

down off the Stinger which connects to the packer.  The WT  

has two basic components that comprise the Overshot.  The  

Top Sub which contains two bonded rubber steel seals and the  

Jay Latch which has a J Slot configuration to locate and latch  

the On-Off Tool Stinger.  The Jay Latch also has a wash over  

shoe configuration which allows cutting through debris.  The  

Overshot automatically Jays up on Stinger when lowered  

into well. 

SPECIFIC APPLICATIONS: 

    Item is designed to isolate a lower zone or to disconnect the  

tubing without releasing or disturbing the packer. 

 

* Standard Left Hand Release * Automatic Jay Up * Bonded  

  Seals * All Nipple Profiles Available for Stinger * Full Open or  

  Solid Stinger Available * 10K Rated * Wash over shoe on all  

   Models *                          

MATERIAL SELECTION:      

4140 / P110 

110,000 Yield / Standard Service                                  

ITEM PART NAME No. REQ. PART No. 

-- Complete Assembly -- 001501287440399 

1 T-2 Top Sub 1 001502287441000 

2 O-Ring 2 #153 

3 T-2 Seals 2 001502287001413 

4 Set Screws 3 ¼-20 x UNC 

5 Jay Latch 1 001501287000300 

CASING 

SIZE 

TUBING 

CONNECTION 

A B C D E OVERSHOT 

LENGTH 

5 1/2ò 2 7/8ò EUE 4.500 4.500 3.875 3.250 6.937 17.375 

Dimensional Data 
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Stinger 

2 7/8ò EUE Pin 

2 7/8ò EUE Box 



WT Packer On-Off Tool 
Size 2 7/8” x 7” 

   The WT On-Off Tool is a tubing disconnect device that has  

an internal blanking plug locking profile with seal bore for  

utilizing flow control equipment.  The Overshot has a box  

looking up which connects to tubing string and a pin looking  

down off the Stinger which connects to the packer.  The WT  

has two basic components that comprise the Overshot.  The  

Top Sub which contains two bonded rubber steel seals and the  

Jay Latch which has a J Slot configuration to locate and latch  

the On-Off Tool Stinger.  The Jay Latch also has a wash over  

shoe configuration which allows cutting through debris.  The  

Overshot automatically Jays up on Stinger when lowered  

into well. 

SPECIFIC APPLICATIONS: 

    Item is designed to isolate a lower zone or to disconnect the  

tubing without releasing or disturbing the packer. 

 

* Standard Left Hand Release * Automatic Jay Up * Bonded  

  Seals * All Nipple Profiles Available for Stinger * Full Open or  

  Solid Stinger Available * 10K Rated * Wash over shoe on all  

   Models *                    

MATERIAL SELECTION:      

4140 / P110 

110,000 Yield / Standard Service                                  

ITEM PART NAME No. REQ. PART No. 

-- Complete Assembly -- 001501287444399 

1 T-2 Top Sub 1 001502287441000 

2 O-Ring 2 #153 

3 T-2 Seals 2 001502287001413 

4 Set Screws 3 ¼-20 x UNC 

5 Jay Latch 1 001501287004300 

6 Boot 1 001501287004316 

CASING 

SIZE 

TUBING 

CONNECTION 

A B C D E OVERSHOT 

LENGTH 

7.00ò 2 7/8ò EUE 4.500 5.875 3.875 3.250 6.937 17.875 

Dimensional Data 
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Stinger 

2 7/8ò EUE Pin 

2 7/8ò EUE Box 
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WT Packer On-Off Tool 
Size 3 1/2” x 7” / 3 1/2 x 8 5/8” / 3 1/2 x 9 5/8” 

   The WT On-Off Tool is a tubing disconnect device that has  

an internal blanking plug locking profile with seal bore for  
utilizing flow control equipment.  The Overshot has a box  
looking up which connects to tubing string and a pin looking  
down off the Stinger which connects to the packer.  The WT  
has two basic components that comprise the Overshot.  The  
Top Sub which contains two bonded rubber steel seals and the  
Jay Latch which has a J Slot configuration to locate and latch  
the On-Off Tool Stinger.  The Jay Latch also has a wash over  
shoe configuration which allows cutting through debris.  The  
Overshot automatically Jays up on Stinger when lowered  
into well. 

SPECIFIC APPLICATIONS: 
    Item is designed to isolate a lower zone or to disconnect the  
tubing without releasing or disturbing the packer. 
 
* Standard Left Hand Release * Automatic Jay Up * Bonded  
  Seals * All Nipple Profiles Available for Stinger * Full Open or  
  Solid Stinger Available * 10K Rated * Wash over shoe on all  
  Models                   

MATERIAL SELECTION:      
4140 / P110 

110,000 Yield / Standard Service                                  

ITEM PART NAME No. REQ. PART No. 

-- Complete Assembly -- 001501350624317 

1 T-2 Top Sub 1 001502350621000 

2 O-Ring 2 #155 

3 T-2 Seals 2 0545342288 

4 Set Screws 3 ¼-20 x UNC 

5 Jay Latch 1 001501350004317 

6 7ò Casing Boot 1 001501350004316 

6 8 5/8ò Casing Boot 1 001501350004321 

6 9 5/8ò Casing Boot 1 001501350004322 

CASING 

SIZE 

TUBING 

CONNECTION 

A B C 

3 Lug O.D. 

D E OVERSHOT 

LENGTH 

7.00ò 3 1/2ò EUE 4.500 5.875 1.125 3.726 7.906 19.44 

8 5/8ò 3 1/2ò EUE 4.500 7.250 1.125 3.726 7.906 19.44 

9 5/8ò 3 1/2ò EUE 4.500 8.000 1.125 3.726 7.906 19.44 

Dimensional Data 
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6 

Stinger 

3 1/2ò EUE Pin 

D 

E
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WT PACKER ON – OFF TOOL 
Redress Procedure 

     
    The Wireline Solutions WT On-Off Tool is a tubing disconnect device that has an internal  

blanking plug locking profile with seal bore for utilizing flow control equipment.  The Overshot has a  

box looking up which connects to tubing string and a pin looking down off the Stinger which  

connects to the packer.  The WT has two basic components that comprise the Overshot.  The Top  

Sub which contains two bonded rubber steel seals and the Jay Latch which also has a J Slot  

configuration to locate and latch the On-Off Tool Stinger.  The Jay Latch also has a wash over  

shoe configuration which allows cutting through debris.  The Overshot automatically Jays  

up on the Stinger when lowered into well. 

SPECIFIC APPLICATIONS: 

    Item is designed to isolate a lower zone or to disconnect the tubing without releasing or  

disturbing the packer.     

* Standard Left Hand Release * Automatic Jay Up * Bonded Seals * All Nipple  

Profiles Available for Stinger * Full Open or Solid Stinger Available * 10K Rated *  

* Wash Over Shoe Available on all Models * 

REDRESS PROCEDURE: 

A. Place Bottom Sub in vice.  If Stinger has not been removed from Overshot, remove. 

B. Remove set screws from Top Sub. 

C. Remove Top Sub. 

D. After Top Sub has been removed, drive the old seals out of the bottom of Top Sub.  This may 

require exact sized ñremoval toolò which you may have to utilize.  This tool must be such that 

you can put in through Top Sub and ñslam downò the bottom of Top Sub on a board to try to 

dislodge Seals.  After Seals are removed, discard. 

E. Brush out and clean both the Top Sub and Bottom Sub, taking special care that the Seal Bore 

in the Top Sub is clean, polished, and not scarred up.  Grease Seal Bore of Top Sub.  Check 

out Jay Latch Configuration of Bottom Sub to insure Jays are not damaged and item will 

engage Lugs of Stinger. 

F. Place new Seals in Top Sub. 

G. Make up Top Sub onto Bottom Sub. 

H. Replace set screws.  Item is now ready for Stinger. 


